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This is an interactive form. Additional fields appear based on your selections. 
1. Applicant Information: (as it should appear on the final report/certificate)  
Company name...
Applicant Status  (Check all that apply.)
mm/dd/yyyy
Internal Use Only
mm/dd/yyyy
2. Manufacturing Site(s): (if different from applicant information)  
The company listed here should be the OEM, that is the original manufacturer, not a Private Labeler company.
3. Invoicing to:  (if different from applicant information)  
Company name...
4. FM Approvals Certification Required:     (Check all that apply)
Complete Section II
Complete Section III
Complete Section IV 
Complete Section V
Complete Section VI
5. Type of Certificate:         Check all that apply
6. Type of Application:         Check all that apply
Quality Assurance:
7. Equipment /Component/System Description: 
Section II: Product Details for United States Approval
(Complete as much detail as possible or for assistance completing this form contact FM Approvals)
1. Ambient Temperature Range for Equipment Systems:
Unless otherwise stated, the standard range -20°C (-25°C for Divisions) to +40°C will be assumed
°C ≤ Ta ≤ 
°C
Service Temperature Range for Components:
°C ≤ Ts ≤ 
°C
2. Select / Identify Applicable Hazardous (Classified) Locations (Division Ratings per NEC 500):
Type of Protection (e.g., Intrinsic Safety)
Class Designations
Division Designations
Group Designations
Temperature Class  (e.g., T4)
3. Select / Identify Applicable Hazardous (Classified) Locations (Zone Ratings per NEC 505 or 506):
Type of Protection (e.g., AEx db [ia])
Zone  Designation
Group Designation
Identify Temperature Class  (e.g., T4 for Gas or  T135 °C for Dust)
Equipment Protection Level (EPL)
4. Target Enclosure Type and/or IP Rating:     (e.g., Type 4X and/or IP66)
5. For Intrinsic Safety / Type "i", has 60079-11 Annex F (reduced spacings) been applied?
6. Standards to be used for Approval (if known, otherwise FM Approvals to complete based on identified markings above)
7. For Supplementary Approval:  (Identify previous project ID and certificate no.)
Section III: Product Details for Canada Approval
(Complete as much detail as possible or for assistance completing this form contact FM Approvals)
1. Ambient Temperature Range for Equipment/Systems:
Unless otherwise stated, the standard range -20°C (-50°C for Divisions) to +40°C will be assumed
°C ≤ Ta ≤ 
°C
Service Temperature Range for Components:
°C ≤ Ts ≤ 
°C
2. Select / Identify Applicable Hazardous Locations (Division Ratings per CE Code Annex J:
Type of Protection (e.g., Intrinsic Safety)
Class Designations
Division Designations
Group Designations
Temperature Class  (e.g., T4)
3. Select / Identify Applicable Hazardous Locations (EPL per CE Code Section 18):
Type of Protection (e.g., Ex db [ia])
Group Designation
Temperature Class  (e.g., T4 for Gas or  T135 °C for Dust)
Equipment Protection Level (EPL)
4. Target Enclosure Type and/or IP Rating:     (e.g., Type 4X and/or IP66)
      *  NOTE: In Canada an IP marking requires that a Type marking be specified. 
5. For Intrinsic Safety / Type "i", has 60079-11 Annex F (reduced spacings) been applied?
6. Standards to be used for Approval (if known, otherwise FM Approvals to complete based on identified markings above)
7. For Supplementary Approval:  (Identify previous project ID and certificate no.)
Section IV: Product Details for ATEX Certification
(Complete as much detail as possible or for assistance completing this form contact FM Approvals)
1. Classification:
Mining:
Surface:
Is the product a Safety Device (e.g. a barrier)?  
Atmosphere:
2. Testing Required (2014/34/EU Annex):
3. Production Control (2014/34/EU Annex):
5. Target Directive Markings for Gas/Vapour (e.g., 
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 II 2 G):
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7. Target Directive Markings for Dust (e.g.,
..\..\..\..\Images\ATEX_mini7.jpg
II 2 D):
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9. Ambient Temperature Range for Equipment/System:
Unless otherwise stated, the standard range -20°C to +40°C will be assumed.
°C ≤ Ta ≤ 
°C
Service Temperature Range for Components:
°C ≤ Ts ≤ 
°C
10. For Intrinsic Safety / Type "i", has 60079-11 Annex F (reduced spacings) been applied?
11. Standards to be used for Certification: (if known, otherwise FM Approvals to complete based on identified markings above)
12. For Supplementary Certificate: (Identify previous project ID and certificate no.)
13. Supporting Information (Indicate which of the following has been supplied):
Section V: Product Details for IECEx Certification
(Complete as much detail as possible or for assistance completing this form contact FM Approvals)
1. Equipment Protection
Mining:
Level (EPL)
Surface Gas/Vapour
Surface Dust
5. Ambient Temperature Range for Equipment/System:
Unless otherwise stated, the standard range -20°C to +40°C will be assumed.
°C ≤ Ta ≤ 
°C
Service Temperature Range for Components:
°C ≤ Ts ≤ 
°C
6. For Intrinsic Safety / Type "i", has 60079-11 Annex F (reduced spacings) been applied?
7. Standards to be used for Certification: (if known, otherwise FM Approvals to complete based on identified markings above)
8. For Supplementary Certificate:     (Identify previous project ID and cert no.)
9. Supporting Information (Indicate which of the following has been supplied):
Section VI: Product Details for UKEX Certification
(Complete as much detail as possible or for assistance completing this form contact FM Approvals)
1. Classification:
Mining:
Surface:
Is the product a Safety Device (e.g. a barrier)?  
Atmosphere:
2. Testing Required (UKSI 2016:1107 as amended):
3. Production Control (UKSI 2016:1107 as amended):	
5. Target Directive Markings for Gas/Vapour (e.g., 
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7. Target Directive Markings for Dust (e.g.,
..\..\..\..\Images\ATEX_mini7.jpg
II 2 D):
..\..\..\..\Images\ATEX_mini7.jpg
9. Ambient Temperature Range for Equipment/System:
Unless otherwise stated, the standard range -20°C to +40°C will be assumed.
°C ≤ Ta ≤ 
°C
Service Temperature Range for Components:
°C ≤ Ts ≤ 
°C
10. For Intrinsic Safety / Type "i", has 60079-11 Annex F (reduced spacings) been applied?
11. Standards to be used for Certification: (if known, otherwise FM Approvals to complete based on identified markings above)
12. For Supplementary Certificate:     (Identify previous project ID and cert no.)
13. Supporting Information (Indicate which of the following has been supplied):
Be sure to attach any additional documents to the email.
You have not completed all of the required fields. Please review the form and complete all of the highlighted fields:
0
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